
ASSEMBLY INSTRUCTION

Wall mounted double pylon system with 2 boards 

manually height adjustable
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PACKAGE CONTENTS
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8 x 8 mm
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8 x 5x55
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2 x 70 mm
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ASSEMBLY INSTRUCTION

70 mm

B B

A
A = Board width + 240 mm 

  PY2-3010 = 3000 mm + 240 mm = 3240 mm    
 PY2-2510 = 2500 mm + 240 mm = 2740 mm 

      PY2-2010 = 2000 mm + 240 mm  = 2240 mm

B= A x 0,5

optional

Center of the system

2x

2x1x 2x optionally

8x 8x
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Wall mounting material 
not included

Optionally available (if floor mounting ist 
noct possible, e.g. underfloor heating)

2x 2x optionally
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2x 12
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ASSEMBLY INSTRUCTION

4
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Align using a 
spirit level 
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Do not tighten 
the nut
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ASSEMBLY INSTRUCTION
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Tighten 
the nutG  

Please check the sliding movement, 
so that the board does not hit the ceiling 
or the counterweights do not touch the 
floor.

If necessary, move the upper limit stops up or down.
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Levelling plates, may be 
used to balance the 

counterweights.

982 56x8x2x
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! Hook all 4 mounting plates/bolts into the slide at the same time !
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